OBL S.r.l. Viale del lavoro, 19 FLOV\,’TEC BV
Industrieweg 100 O B I

3980 Tessenderlo-Ham

20010 Casorezzo (MI) - Italy
Tel. +39 02 90296206 Belgium
Email: info@alfavalvole.com _+32 13 67 02 00 METERING FUMES:
www.oblpumps.it info@flowtec.be
www.flowtec.be ELOWTEC
Straight

to the heart

SAME OBL QUALITY
HIGHER FLOW-RATE

80

»blackline»




-
TECHNICAL DATA

Pump body Black anodized aluminum casing

Remote Control Suitable for PRO controller and Z actuator
R

Stroke length

Strokes per minute (SPM)

(mm)
R I N N
el DN 25 - PN 16
Connections 1" ANSI 150
PUMP PERFORMANCE Max. temp Fluid

(°c)

pressure of 4 bar.

200
Voltage (V) 230/400 (3 phase) - optional 1 phase
150 Frequency (Hz) 50 (other strokes available for 60Hz)
Pumphead AlISI 316-L
100
Valve guide AlSI 316-L
50
0 Valve ball AlISI 316-L
380 510 620 840
Flow-rate (I/h) Valve housing AlSI 316-L

FPM/EPDM




